BOWERS METROLOGY GROL®
Testing Inslrumants

ROCKWELL TYPE HARDNESS TESTER CV-600D ™

Bright LCD display with hardness conversion, tolerance check, built-in printer and data-output

m Digital LCD reading of 15 regular Rockwell scales!

m Conversion to all other hardness scales such as Vickers and Brinell

m Menu operated LCD screen with many functions such as
GO/NO GO judgement, Conversions, Load cycle indication,
Date, Time

u Integrated printer for test result and statistics

m RS-232 data output to Microsoft Hyperterminal,
Win Wedge, elc

m Accuracy, reliability and durability ot extremely affordable price

= Rugged construction, will stand up fo the harshest environments

m Accuracy conforms to ENHSO 6508 and ASTM E-18

u Easy load force selection by robust dial knob

® Large working space accomodates also larger specimen

m Standard delivery including accessories ready for testing

m Electronic software calibration mode

Technical specifications

Rockwell scales
Display conversion to
Hardness resolution
Test loads :
LCD Display

Data entry

Test force application
Dwell time '
Data output

Accuracy

Specimen accommodation
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0.1 of a Rockwell unit

60, 100, 150kgf (10kgf preload)

Hardness value, Rockwell scale, Test force indicator,
Dwell time, limits with tolerance check GO/NG, number of tests,
X-bar average, standard deviation, range R
TRy ! , range ¥
Automatic main load application

e

Builk-in printer and RS-232C

Conforms to ENISO 6508 and ASTM E-18

Vertical space 170mm (6.7")
Horizontal space (from centre-ling) 165mm (6.5")

Specimen access External surfaces,
Cylindrical surfoces down to 3mm diameter
Power supply 220/240V 50Hz
~ Machine dimensions 227mm x 516mm x 71 5mm
~ Net weight B5kg
10

Standard delivery

® Main unit

m Thermal printer

® Data-output RS-232C

® Diamond Rockwell indentor

m Rockwell ball indentor 1/14"

m Spare balls 1/16" (5 pes)

u Flat anvil @ 60mm

u Flat anvil @ 150mm

u Vanvil 2 40mm

m Hardness test blocks:
+60HRC, +40HRC, + B5HRB

m Power cable

m Fuse 1A (2 pes)

m Adjustable feet (4 pes)

m Spindle protection cover

m Solid accessories case

m CV Instruments certificate

m Installation & users manual

Optional accessories

® Clamping nose

m Certified test blocks

m Certified indentors & balls
u Pedestal spot anvil @ 10mm

HARDNESS TESTERS B-PROGRAM



