BOWERS METROL WIE
Testing Instrumenia

VICKERS/MICRO-VICKERS VIDEO FILAR SYSTEM CV-CCD™

Fast and easy determination of Vickers/Micro-Vickers hardness on PC, featuring hardness depth graphics

CV-CCD1, Video filar system 1
Basic system for individual tests with PC

Standard delivery

m Software level 1

m Frame grabber card

m Micrometer

m CCD-camera 1/2" pal, C-mount

m Cable-camera with frame grabber, UIB

m Camera adapter direct

m Camera power supply 12V

m Applicable on our models:
CV-400AAT, CV-400DAT, CV-400DTS, CVAOSAAT, CVA10AAT,
CVA30AAT, CV450AAT, CV405DAT, CV410DAT, CV430DAT,
CVA450DAT

Option:
Automatic positioning and indentation

Languages available:
English, French, German, Spanish, ltalian, Swedish, Portugese,
Polish, Czech, Hungarian

Excluding:

PC, monitor, keyboard, mouse and hardness tester
Minimum PC configuration:

Pentium IV, 2GHz, 256MB, 2PSislot, 2 USB, 2 RS-232,
Gratfic card [ATI-Radeon or Intel 745), CD-rom, Hard disk

CV-CCD3, Video filar system 3
Semi-automatic configuration with PC

Standard delivery

m Software level 2

m XY table 100mm x 100mm or 160mm x 100mm

m FM stepper box 2-AXIS

m Frame grabber card

m CCD-camera 1/2" pal, C-mount

m Cablecamera with frame grabber, UIB

® Table adapter

m Camera adapfer direct

m Camera power supply 12V

m Cable PC SER-hardness fester

m Cable PC SERFM stepper box

m Applicable on our models:
CV-400AAT, CV-400DAT, CV-400DTS, CV405AAT, CV410AAT,
CV430AAT, CV450AAT, CV405DAT, CV410DAT, CV430DAT,
CV450DAT

Option:
Automatic positioning and indentation

Languages available:
English, French, German, Spanish, Italian, Swedish, Portugese,
Polish, Czech, Hungarian

Excluding:

PC, monitor, keybourd, mouse and hardness tester
Minimum PC configuration:

Pentium IV, 2GHz, 256MB, 2PSlslot, 2 USB, 2 RS-232,
Gratic card [ATI-Radeon or Intel 745), CD-rom, Hard disk

BPROGRAM HARDNESS TESTERS

CV-CCD2, Video filar system 2
Basic system for testing traverses with PC

Standard delivery

m Software level 1

m Frame grabber card

m CCD-camera 1/2” pal, C-mount

m Digital micrometer (1)

m Cablecamera with frame grabber, UIB

m Comera adapter hardness tester

m Camera power supply 12V

® Micrometer clamp

m Cable PC SER-hardness tester

m Applicable on our models:
CV-400AAT, CV-400DAT, CV-400DTS, CV405AAT, CV410AAT,
CVA30AAT, CVA50AAT, CV405DAT, CV410DAT, CV430DAT,
CV450DAT

Option:

Automatic positioning and indentation

Languages available:
English, French, German, Spanish, lialian, Swedish, Portugese,
Polish, Czech, Hungarian

Excluding:

PC, monitor, keyboard, mouse and hardness fester
Minimum PC configuration:

Pentium IV, 2GHz, 256MB, 2PSlslot, 2 USB, 2 R$-232,
Grafic card [AT-Radeon or Intel 745), CD-rom, Hard disk

CV-CCD4, Video filar system 4
Full-automatic system for testing complex
patterns and traverses with PC

Standard delivery

m Software fully automatic

m X-Y table 100mm x 100mm or 160mm x 100mm

®m FM stepper 3-AXIS

m Zaxis installation kit

m Frame grabber card

m CCD<camera 1/2" pal, C-mount

m Cablecamera with frame grcbber, I8

m Table adapter

® Camera adapter hardness fester

m Camera power supply 12V

m Cable PC SER-hardness tester

m Cable PC SER-FM stepper box

m Applicable on our models:
CV-400AAT, CV-400DAT, CV-400DTS, CV405AAT, CV410AAT,
CVA30AAT, CVA50AAT, CVA05DAT, CV410DAT, CVA30DAT,
CVA50DAT

Languages available:
English, French, German, Spanish, ltalian, Swedish, Portugese,
Polish, Czech, Hungarian

Excluding:

PC, monitor, keyboard, mouse and hardness tester
Minimum PC configuration;

Pentium |V, 2GHz, 256MB, 2PSlslot, 2 USB, 2 RS-232,
Gratic card (ATIRadeon or Intel 745), CD-rom, Hard disk
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